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SYGEF Standard T 90° equal SDR21/PN16

Model:
• Material: PVDF 
*Available as from Q2, 2016 

d
(mm)

PN
(bar)

FM Code Weight
(kg)

e
(mm)

L
(mm)

L1
(mm)

20 16 BCF, IR 735 208 606 0.028 1.9 38 25
25 16 BCF, IR 735 208 607 0.040 1.9 42 27
32 16 BCF, IR 735 208 608 0.065 2.4 46 27
40 16 BCF, IR 735 208 609 0.095 2.4 51 28
50 16 BCF, IR 735 208 610 0.156 3.0 58 28
63 16 BCF, IR 735 208 611 0.270 3.0 66 28
75 16 BCF, IR 735 208 612 0.364 3.6 75 32
90 16 BCF, IR 735 208 613 0.628 4.3 90 39

110 16 BCF, IR 735 208 614 1.122 5.3 110 48
140 16 IR 735 208 616 2.600 6.7 140 62
160 16 IR 735 208 617 3.500 7.7 160 71
200 16 IR 735 208 619 6.725 9.6 200 80
225 16 IR 735 208 620 8.986 10.8 220 86

* 250 16 IR 735 208 621 10.823 11.9 223 70
* 280 16 IR 735 208 622 16.061 13.4 256 74
* 315 16 IR 735 208 623 21.422 15.0 274 74

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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