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Line strainer type 305 PVC-U
Grey body with fixed flanges JIS

Model:
• Protects valves, pumps, etc. from becoming soiled
• Easy dismantling for cleaning the screens 
Cylindrical screens must be ordered separately 
Size
(inch)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

D
(mm)

D1
(mm)

D2
(mm)

D3
(mm)

H
(mm)

L
(mm)

1∕2 15 10 35 192 305 717 2 0.320 95 70 43 15 65 130
3∕4 20 10 64 192 305 718 1 0.170 100 75 47 15 76 150
1 25 10 90 192 305 719 1 0.255 125 90 56 19 90 160

1 1∕4 32 10 154 192 305 720 1 0.380 135 100 64 19 102 180
1 1∕2 40 10 225 192 305 721 1 1.239 140 105 82 19 123 200

2 50 10 370 192 305 722 1 1.893 155 120 95 19 147 230
2 1∕2 65 10 575 192 305 723 1 3.140 185 140 106 19 188 290

3 80 10 905 192 305 724 1 4.140 200 150 120 19 205 310

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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