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Elbow 45° PE100 SDR11

• Long spigot version
• 10 bar Gas / 16 bar Water 

d
(mm)

Code SP Weight
(kg)

PF z
(mm)

L
(mm)

e
(mm)

20 753 151 006 1 0.027 2 51 301 001 70 52 3.0
25 753 151 007 1 0.037 2 51 301 001 75 52 3.0
32 753 151 008 1 0.050 2 51 301 001 80 54 3.0
40 753 151 009 1 0.086 2 51 301 001 85 57 3.7
50 753 151 010 1 0.133 2 51 301 001 90 63 4.6
63 753 151 011 1 0.227 2 51 301 001 95 65 5.8
75 753 151 012 1 0.350 2 51 301 001 105 72 6.8
90 753 151 013 1 0.565 2 51 301 001 120 81 8.2

110 753 151 014 1 0.921 2 51 301 001 130 86 10.0
125 753 151 015 1 1.290 2 51 301 001 140 92 11.4
140 753 151 016 4 1.796 2 51 301 001 164 120 12.7
160 753 151 017 1 2.454 2 51 301 001 162 102 14.6
180 753 151 018 1 3.274 2 51 301 001 170 107 16.4
200 753 151 019 1 4.362 2 51 301 001 186 116 18.2
225 753 151 020 1 5.981 2 51 301 001 200 123 20.5
250 753 151 021 1 8.283 2 51 301 002 220 130 22.7
280 753 150 922 1 10.285 2 51 301 002 230 140 25.4
315 753 150 923 1 14.124 2 51 301 002 250 150 28.6

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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