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Tee 90° equal PE100 SDR17/17,6

• Long spigot version
* Segment welded and reinforced
* With welded pipes
* No pressure reduction factor 
Model:
• 5 bar Gas / 10 bar Water 
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90 753 200 813 0.777 300 150 80 5.4
110 753 200 814 1.231 330 165 86 6.6
125 753 200 815 1.690 366 183 92 7.4
140 753 200 816 2.202 396 196 92 8.3
160 753 200 817 3.201 428 214 104 9.5
180 753 200 818 4.287 460 230 105 10.7
200 753 200 819 5.889 500 250 115 11.9
225 753 200 820 7.886 540 270 122 13.4
250 753 200 821 10.000 575 288 130 14.8
280 753 200 802 13.350 615 308 139 16.6
315 753 200 803 17.985 695 346 150 18.7
355 753 200 124 26.100 820 410 170 21.1
400 753 200 125 35.700 900 450 190 23.7
450 753 200 126 49.400 980 490 200 26.7
500 753 200 127 66.100 1070 535 220 29.7

* 560 753 200 808 99.200 1510 755 230 33.2
* 630 753 200 809 132.700 1630 815 250 37.4
* 710 753 201 920 219.870 1720 860 450 42.1
* 800 753 201 921 281.495 1780 890 450 47.4

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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