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PROGEF Standard tee 90° equal S8.3/SDR17.6
Model:
• IR = Infrared-(IR Plus®) compatible. Choose fusion parameters: PP-H
• Material: PP-H
• Conventional butt-welding according to DVS 2207
 
1 Material:PP-R

d
[mm]

FM Code Weight
[kg]

L
[mm]

L1
[mm]

e
[mm]

               50 IR 727 208 535 0.079 59 26 2.9
63 IR 727 208 536 0.178 73 31 3.6
75 IR 727 208 412 0.212 75 20 4.3
90 IR 727 208 413 2.200 90 20 5.1

110 IR 727 208 414 0.705 110 20 6.3
               125 IR 727 208 540 1.077 125 30 7.1

140 IR 727 208 541 1.478 140 35 8.0
160 IR 727 208 542 2.264 160 43 9.1
180 IR 727 208 543 3.343 194 70 10.2
200 IR 727 208 544 4.902 210 70 11.4

               225 IR 727 208 545 6.889 235 82 12.8
250 727 208 546 9.325 276 92 14.2
280 727 208 547 13.463 318 110 15.9
315 727 208 548 18.000 353 118 17.9

1 355 727 208 424 20.800 345 105 20.1
               1 400 727 208 425 27.200 365 105 22.7
1 450 727 208 426 47.300 425 135 26.7
1 500 727 208 427 54.800 470 155 29.7
                 

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed proper-
ties nor a guaranteed durability. They are subject to modification. Our General Terms of Sale apply.
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